TABLE 1

SERVICE LINE [MINIMUM METER
SIZE BOX SIZE BOX MODEL LID / FRAME MODEL COMMENTS
1" MINIMUM 21" x 18" 3301S2118FABS000646N | DFW18MR-1BF1 SML IRR / 700098-1 | NEW SERVICES

NOTE 1: FOR LARGER SIZES CONTACT PUBLIC WORKS FOR REQUIREMENTS

TOP OF BOX SHALL BE 0-1" HIGHER THAN CURB. IF BOX IS LOW, USE MUELLER 700098 CAST IRON FRAME WITH
MANUFACTURER PROVIDED GRADE RINGS TO ADJUST TO REQUIRED DFW PLASTICS DFW18MR-1BF1 SML IRR

GRADE. BOXES SHALL NOT BE CUT DOWN TO ADJUST TO FINAL COMPOSITE LID WITH SIDE LOCKING
GRADE WITHOUT PERMISSION FROM THE PUBLIC WORKS DIRECTOR MECHANISM

INSULATION INSERT WITH NYLON STRAP HANDLE

1"x1"x3/4" BRASS TEE WITH 3/4"
BRASS HOSE BIB & WHEEL NUT
T-HANDLE

FORD GT 206 FIBER WASHER
PLACED INSIDE H-14223N COUPLING

| |

MUELLER/HUNT INLINE EZ-SETTER
METER BOX WITH 1" FITTINGS

1" INLINE BALL VALVE W/ SADDLE NUT

1" MUELLER H-15529N 45° MIP x COMP i
FITTING & H-14211N COUPLING WITH
FORD GT 206 FIBER WASHER

1" MUELLER H-14223N COUPLING
WITH THREADED PVC CAP

INSTALL 12" x 12" x 6" CONCRETE
BLOCKS ON THREE POINTS

ROUTE TRACER
WIRE UNDERNEATH
1" ULTRASONIC METER PER
METER BOX HEBER CITY SPECIFICATIONS
SECTION VIEW

4 INCH SLEEVE 10 INCHES BELOW SIDEWALK
SURFACE, EXTENDED A MINIMUM OF 6 INCHES
PAST THE SIDEWALK ON BOTH SIDES & CAPPED

e
SIDEWALK

SECTION

SEE SECTION VIEW FOR
SERVICE DETAILS

IN THE TOP BACK OF THE CURB

A 1" CTS 200 PSI PE
A SMALL "PI" SHALL BE SCRIBED /_ SERVICE PIPE

AND GUTTER SHOWING THE TRACER WIRE AS
LOCATION OF WATER SERVICE INDICATED IN TOP BACK OF CURB
DRAWING WATER-5 /_
X
ALL SS SERVICE SADDLE WITH "CC" THREADS CORPORATION STOP PVC C900 PURPLE
FOR 4"-12" DIAM PIPE USE ROMAC 306 SERIES 1" CTS SERVICE MINIMUM IRRIGATION PIPE
FOR > 12" PIPE USE ROMAC 305 SERIES FB 1000 FORD OR B 25008 MUELLER

NOTES:

1. ALL COMPONENTS SHOWN TO BE FURNISHED AND INSTALLED BY DEVELOPER AND CONFORM TO AWWA C800.

2. STAINLESS STEEL STIFFENERS ON ALL POLY CONNECTIONS.

3. METER BOXES ALLOWED WITHIN DRIVEWAY ZONE ONLY WITH PRIOR APPROVAL FROM PUBLIC WORKS DIRECTOR.

4.  WHEN METER BOXES ARE INSTALLED WITHIN DRIVEWAY ZONES OR WITHIN OTHER PAVED SURFACES, DIFFERENT TRAFFIC RATED LIDS & FRAMES
MAY BE REQUIRED PER THE DIRECTION OF THE PUBLIC WORKS DIRECTOR.

IRRIGATION METER CAN TO BE LOCATED IN THE MIDDLE OF THE PLANTER STRIP OR BETWEEN SIDEWALK AND PROPERTY LINE (FOR
COMBINATION SIDEWALK) OR AS DIRECTED BY ENGINEER. 4" SLEEVE REQUIRED ON ALL INSTALLATIONS INCLUDING EXISTING SIDEWALK.
IRRIGATION SERVICE SHOULD CONNECT DIRECTLY TO THE MAIN LINE AND NOT "TEE" OFF OF SERVICE LINES.

METER CAN SHALL BE COMPLETELY BACKFILLED WITH COMPACTED 3" MINUS GRANULAR MATERIAL FROM TOP TO BOTTOM.

BEDDING OF ALL PIPE SHALL CONFORM TO HEBER CITY BEDDING STANDARDS FOR CULINARY WATER.

UNDER NO CIRCUMSTANCES SHALL THREAD SEALANT PASTE INCLUDING PIPE JOINT COMPOUND, PIPE DOPE, TEFLON PASTE, ETC. BE USED ON
CITY INFRASTRUCTURE.

10. METER FEE WILL BE ASSESSED WITH BUILDING PERMIT OR AT TIME OF METER INSTALLATION.
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